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NOTE: CARE SHOULD BE TAKEN IN POSITIONING OF THE HOLES TO AVOID UNNECESSARY DAMAGE TO THE VEHICLE. THE DRILLING OF A 3mm PILOT HOLE IS RECOMMENDED.

1. CLAMP CORRECTLY SIDED FRUNTZ TO THE INSIDE OF VEHICLE AS SHOWN BELOW.

2. DRILL 4 No 8mm DIAMETER HOLES AS INDICATED APPROX 25mm UP FROM THE BOTTOM OF THE CAB VALANCE.

3. USING NUTS AND BOLTS SUPPLIED, SECURE FRUNTZ SECTION INTO POSITION.

4. WITH SELF-TAPPER PROVIDED SECURE BOTTOM FRONT SECTION BY STEP (SEE DIAGRAMME).

5. OFFER UP REAR SECTION AND DRILL 2 No 8mm DIAMETER HOLES AS INDICATED 25mm IN FROM EDGE OF WING, GETTING POSITION 6 AS LOW AS POSSIBLE.

6. USING NUTS AND BOLTS PROVIDED, SECURE REAR SECTION IN PLACE.

ANY TRIMMING REQUIRED CAN BE ACHIEVED USING AN ORDINARY HAND SAW OR STANLEY KNIFE.
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1. 8mm HOLE DRILLED 25mm IN FROM BACK OF FRUNTZ.





2 & 3. DRILLED AT TOP OF CURVES. 





4. 375mm UP FROM BOTTOM OF SPATZ





SELF-TAPPER SCREW





5. 125mm DOWN FROM CURVE IN CHASSIS WING.





6.AS LOW AS POSSIBLE.





� EMBED Word.Picture.8  ���








_1080653135

_1043744910.doc
[image: image1.png]Olympia Distribution
Whitelands Road
Ashton Under Lyne
OL2 6UX

EF 50








